
TEST DATA FOR PREPRODUCTION SAMPLES

/

3.成品PIN1上方點白點,含浸.

WIRE(4-3) 0.23

DCR(1-2)(4-3) 1.25Max OHM

WIRE(1-2) 4.標簽:10?(MM), 透明底黑字,字腳朝PIN1.

2UEW                   PRI TO CORE 1.5KV AC 50HZ 5mA 1S/Min.

G-CHEN-FM-09  REV:02

mHL(1-2)(4-3) 20Min

/ EXPLANATION :

1.PIN1.4為起線,兩組圈數必須相同.

ELECTRICAL REQUIREMENTS CH-1062A
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DIMENSION:

2008/9/4

APPROVED  BY

m/m

2.線包外包一層馬拉膠帶.

CH-1310TEST INSTRUMENTS:

 CUSTOMER  APPROVAL

K

TEST FREQUENCY : 0.25

D

F 7.0?.5

CUSTOMER P/N :

PART NO. : GC-UU9.8

m/m

m/m

m/m

m/m

m/m

DATE :

REV : 00

I

A 17.0Max

18.0Max

C

11.5Max

G 8.0?.5

4.5?.5

H

J

E 0.6?.1

5.HI-POT:  PRI TO SEC 1.5KV AC 50HZ 5mA 1S/Min.
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